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Schüco FW 50+ BF / FW 60+ BF D 2-309.2020 / 98457

Profilübersicht • Overview of profiles 

50

15

112 720 
352 940
352 950 

50

15

217 367 

51

15

202 285 

Edelstahl
Stainless steel 

Deckschale 50/15 
Cover cap 50/15 

Höhe 
Height 

Art.-Nr.
Art. No. 

Stoßprofil
Joint profile 

mm m mm mm

15 

112 720 6 168 80 
217 367  352 940 6,5 168 80 

352 950 4 168 80 
202 285 6 - - -

50

20

493 730 

50

20

267 936 

51

20

202 286 

Edelstahl
Stainless steel 

Deckschale 50/20 
Cover cap 50/20 

Höhe 
Height 

Art.-Nr.
Art. No. 

Stoßprofil
Joint profile 

mm m mm mm

20 
493 730 6 191 90 267 936 
202 286 6 - - -

50

25

493 740 

50

25

267 937 

Deckschale 50/25 
Cover cap 50/25 

Höhe 
Height 

Art.-Nr.
Art. No. 

Stoßprofil
Joint profile 

mm m mm mm
25 493 740 6 211 100 267 937 

50

30

493 750 

30

50

267 938 

Deckschale 50/30 
Cover cap 50/30 

Höhe 
Height 

Art.-Nr.
Art. No. 

Stoßprofil
Joint profile 

mm m mm mm
30 493 750 6 231 110 267 938 

Art.-Nr.
Art. No. 

m
202 764  * 5.5 
112 710  * 6 
161 450  * 6 

FW 50+ BF Schrägdach 
Pitched roof 

47

9.
5

47 47

202 764  *  112 710  * 161 450  *

Schüco FW 50+ BF, Deckschalen und Andruckprofile
Schüco FW 50+ BF, cover caps and pressure plates 

Andruckprofile
Pressure plates 

Deckschalen – Stoßprofil
Cover caps – joint profile 

Die Andruckprofile sind für Farbbeschichtung nicht 
geeignet. Die Funktionstauglichkeit ist durch einen 
Beschichtungsversuch zu überprüfen! 

The pressure plates are not suitable for colour 
coating. Any attempt at colour coating requires a 
coating test to check the pressure plate is suitable 
for its function. 

Edelstahl 1.4401 Microlonschliff / Edelstahl 
Verarbeitungsrichtlinien beachten 

Stainless steel 1.4401 with microlon ground finish / 
follow the stainless steel fabrication guidelines 

Edelstahl 1.4301 
Edelstahl Verarbeitungsrichtlinien beachten 

Stainless steel 1.4301 
Follow the stainless steel fabrication guidelines * Die Andruckprofile sind alle 250 mm vorgelocht. 

* The pressure plates are pre-punched every 250 mm. 


