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13 Schedule  

14 Certificate Number Baseefa14ATEX0072 
 

 

15 Description of Equipment or Protective System 

The 2AA ProPolymer Haz-Lo is an intrinsically safe flashlight. The 2AA ProPolymer Haz-Lo has a compact cylindrical 
body manufactured from electrically dissipative plastic with an LED as the light source at one end and a switch located at 
the opposite end. It contains two AA primary alkaline cells manufactured by Duracell or Rayovac which provide power. 
The equipment is certified Ex ia IIC T3/T4 Ga, the Temperature Class is determined by the cell type as detailed below. 

Cell type     Temperature Class 
Duracell MN1500 AA Primary Alkaline Cells  T3 
Rayovac AA Primary Alkaline Cells   T4 

16 Report Number 

GB/BAS/ExTR14.0007/00 

17 Specific Conditions of Use 

None 

18 Essential Health and Safety Requirements 

All relevant Essential Health and Safety Requirements are covered by the standards listed at item 9. 

19 Drawings and Documents 

Number Sheet Issue Date Description 

C 670300 1 E 4FEB14 2AA ProPoly Haz-Lo Assy 

2AA ProPolymer Haz-Lo 1-8 of 8 F 02/27/2014 LED Driver Assembly P/N 670307 

C 670304 1 C 9OCT13 Module Assy 

C 670302 1 B 3JUN13 Insert, Isolator 

C 670102 1 A 19JUL07 Switch Assembly 

670313 1 A 21MAY14 Approval Markings, 2AA ATEX 

These drawings are common to and held with IECEx BAS 14.0034. 




