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PRI 214 [EL SOM STW]

Rotary ironer, electrically heated
with the latest controls and flexible working height for marine applications.

• Capacity33 % kg/h*, roller

diameter 210 mm mm, roller

width 1400 mm mm

• Ideal ergonomics - height-adjustable

and optional plinth

• State-of-the-art controls – Touch

display

• Selection of the most important

settings - favourite programmes

• Perfect rotary ironing performance -

flexibly positioned heater plate

Model and design
Roller diameter in mm 210

Working width in mm 1400

Ironer cover ARAMID needle-felt cloth
Performance data
Max. ironing performance at 25&nbsp;% residual moisture
in kg/h 33

Controls
Minimum ironing speed, controlled in m/min 1.5

Maximum ironing speed, controlled in m/min 4

Adjustable temperature Continuous
Standard electrical connection
Heating type Electrical

Electrical connection 3 AC 230V 50-60HZ

Electric heater rating in kW 6.5

Total connected load in kW 7

Fuse rating in A 25
Dimensions and weight
External dimensions, height in mm 1032

External dimensions, width in mm 1979

External dimensions, depth in mm 650

External dimensions, gross height in mm 1374

External dimensions, gross width in mm 2163

External dimensions, gross depth in mm 660

Net weight in kg 140

Gross weight in kg 155

Maximum floor loading in N 1400
Emissions data
Emission sound pressure level in the workplace &lt;70 dB(A) re 20 µPa
Test certificate
VDE •

CE •

EAC •

WEEE •

VDE-EMC •

RCM •

Splash-proof IPX0 •
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