
RDS clock radio

• Automatic current time via RDS time
synchronization.

• 20 FM station presets with RDS station
name display.

• The weekend cancellation function - the
alarm function can be switched off
during weekends - and the possibility to
set two different wake-up times make
this Sonoclock flexible.

• The dynamically increasing alarm tone
volume wakes you up gently.

• 8-fold color adjustment of the display by
key pressure.

PRODUCT NEWS

AUDIO
Sonoclock 660 PLL
RDS-Uhrenradio

Automatische Uhrzeitaktualisierung
über RDS - Synchronisation

•

20 UKW-Stationspeicher mit RDS
Sendernamenanzeige.

•

Die Weekend-Cancellation-Funktion
(abschaltbare Weckbereitschaft an
Wochenenden) und zwei einstellbare
Weckzeiten machen diese Sonoclock
flexibel.

•

Der dynamisch ansteigende Weckton
sorgt für ein sanftes Aufwachen.

•

8 fache Farbeinstellung des Displays
auf Tastendruck.

•



Sonoclock 660 PLL                   
Amplifier PartVerstärkerteil

Automatische Loudness Automatic loudness control

Tuner PartTunerteil
Wellenbereiche: UKW, PLL-Frequenz-Synthesizer-Abstimmung,
Radio Daten System RDS, RDS -Radiotext, Autom. und manueller
Sendersuchlauf, 20 Stationsspeicher, Last Station Memory,
Automatischer Sendersuchlauf mit Speicherung empfangsstarker
Sender (ATS)

Wave bands: FM, PLL frequency synthesizer tuning, Radio Data
System RDS, RDS radio text, Automatic and manual station
search, 20 station memory, Last station memory, Automatic tuning
search and storage of statiom with strong receiption strength

DisplayDisplay
LC-Display, beleuchtet, 8 Farben, Automatische
Helligkeitsregelung

LC display, illuminated, 8 colors, Automatic brightness control

Power SupplyStromversorgung
Netzteil: 230 V~ , Netzfrequenz: 50 Hz Mains supply: 230 V~ , Mains frequency: 50 Hz

ConnectionsAnschlüsse
Ohrhörer: 3,5 mm Stereo Earphone: 3.5 mm stereo

ClockUhr
Wecken mit Musik oder Alarmsignal, NAP: Variable
Kurzzeit-Weckfunktion (bis 120 Min.), Nachwecken in
5-Min-Abständen möglich, RDS-Uhrzeit-Anzeige, 2 Weckzeiten,
WEC: Keine Alarmbereitschaft am Wochenende,
Einschlafzeit-Automatik bis zu 90 Min. programmierbar

Alarm by radio or by buzzer signal, NAP function (up to 120
minutes), 5-minute-interval repeat alarm faciliy (snooze), RDS time
signal, 2 alarm times, WEC: Weekend cancellation, Sleep function,
programmable up to 90 minutes

Included in deliveryLieferumfang
Garantie-Hinweis, Bedienungsanleitung warranty sheet, instruction booklet

Cabinet (WxHxD, mm)Gehäuse (BxHxT, mm)
178 x 51 x 144 178 x 51 x 144

Net weightGewicht
0,6 kg 0,6 kg

ColorFarbe
Silver/titane Silver/titane
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