
Kitchen radio with solid aluminium 
front

• Kitchen radio in a modern design with a
solid, high value aluminium front.
Brings an optical highlight into every
tastefully decorated kitchen.

• FM RDS PLL tuner for strong reception
with 10 station memory.

• Automatic current time via RDS time
synchronization.

• Timer (cooking time, alarm for short
time periods) adjustable up to 300
minutes.

• Prepared for installation underneath
kitchen cabinets.

PRODUCT NEWS

AUDIO
Sonoclock 890
Küchenradio mit massiver Aluminium
Front

Modern gestaltetes Küchenradio mit
massiver, wertiger Aluminium-Blende.
Optisches Highlight in jeder
geschmakvoll eingerichteten Küche.

•

Empfangsstarker RDS-UKW-PLL-Tuner
mit 10 Senderspeichern.

•

Automatische Uhrzeitaktualisierung
über RDS - Synchronisation

•

Timer (Kochuhr, Kurzzeitwecker)
einstellbar bis zu 300 Minuten

•

Für den Unterbau an Küchenschränke
vorbereitet

•



Sonoclock 890                       
Amplifier PartVerstärkerteil

0,8/0,5 Watt Musik-/Sinusleistung, Automatische Loudness 0,8/0,5 watts music-/nominal power, Automatic loudness control

Tuner PartTunerteil
Wellenbereiche: UKW, PLL-Frequenz-Synthesizer-Abstimmung,
Radio Daten System RDS, Autom. und manueller Sendersuchlauf,
10 Stationsspeicher, Last Station Memory

Wave bands: FM, PLL frequency synthesizer tuning, Radio Data
System RDS, Automatic and manual station search, 10 station
memory, Last station memory
Power SupplyStromversorgung

Netzteil: 230 V~ , Netzfrequenz: 50 / 60 Hz Mains supply: 230 V~ , Mains frequency: 50 / 60 Hz

LoudspeakerLautsprecher
1x 90 mm Breitband 1x 90 mm wide range

DisplayDisplay
LC-Display, beleuchtet LC display, illuminated

Cabinet (WxHxD, mm)Gehäuse (BxHxT, mm)
276 x 60 x 150 276 x 60 x 150

Net weightGewicht
ca. 1,3 kg approx. 1,3 kg

Uhr
Wecken mit Musik oder Alarmsignal, Timer einstellbar bis zu 300
Min., RDS-Uhrzeit-Anzeige

Alarm by radio, CD or by buzzer signal, Timer function up to 300
minutes, RDS time signal
Included in deliveryLieferumfang

Garantie-Hinweis, Bedienungsanleitung Warranty sheet, instruction booklet

ColorFarbe
Aluminium Aluminium
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