
110 Subject to technical alterations, as well as to changes of the design and the colour 

Composite video cables without sound

Composite video cables with sound 

S-video cables without sound

Speakon loudspeaker cables

Component video cables

Illustration Model Specification Connection Length Ref. No.

Composite video cable 
(cinch)

•	Double	protected
•	Gilded	plugs
•	75	Ω,	for	digital	equipment

m / m 2	m 5837 000 001

5	m 5837 000 002

10	m 5837 000 000

15	m 5838 000 001

20	m 5839 000 001

25	m 5839 000 004

30	m 5839 000 005

Illustration Model Specification Connection Length Ref. No.

AV cable 
 (3 x cinch)

•	Double	protected
•	 1	connection	for	video	(75	Ω)
•	2	connection	for	audio
•	Gilded	plugs,	colour	codex
•	For	digital	equipment

m / m 2	m 6415 000 001

5	m 6415 000 002

10	m 6415 000 003

15	m 6414 000 001

20	m 6416 000 001

25	m 6416 000 002

Illustration Model Specification Connection Length Ref. No.

S-video cable  
(4-pin MiniDIN)

•	Double	protected
•	2	coax	wires	(75	Ω)
•	Gilded	plugs

m / m 2	m 7482 000 000

5	m 7482 000 001

10	m 5830 000 000

15	m 5831 000 000

20	m 5832 000 001

25	m 5832 000 004

30	m 5832 000 005

Illustration Model  Connection Length Ref. No.

Speakon 
4-pin - 2 wires

m / m 5	m 7489 000 020

10	m 7489 000 021

15	m 7489 000 022

20	m 7489 000 023

Speakon 
4-pin - 4 wires

m / m 5	m 7489 000 025

10	m 7489 000 026

15	m 7489 000 027

20	m 7489 000 028

Illustration Model Specification Connection Length Ref. No.

Component video cable 
(3 x cinch)

•	Double	protected
•	3	coax	wires	(75	Ω)
•	Gilded	plugs,	colour	codex

m / m 2	m 5569 000 005

5	m 5569 000 002

10	m 5569 000 003

15	m 5569 000 004

20	m 5569 000 006

VGA to 3 x cinch •	E.	g.	for	projectors	with	component	
video	input	via	VGA

m / m  2	m 5569 000 000




