
112 Subject to technical alterations, as well as to changes of the design and the colour 

Plug connectors 
Illustration Model Specification Ref. No.

VGA plug HD15 SubD
VGA socket HD15 SubD

•	Gilded	contacts,	soldering	version
•	Metal	casing	with	screws
•	 Incl.	5	different	cable	bushings

7489 000 200
7489 000 201

BNC plug for RG59 (AWG 20)
BNC socket for RG59 (AWG 20)
BNC plug for BNC5 (AWG 26)
BNC socket for BNC5 (AWG 26)

•	Gilded 7489 000 202
7489 000 203
7489 000 204
7489 000 205

Crimp tong, green •	Suitable for the plugs:		
0.041,	0.068,	0.178,	0.278,	0.255“		
1.07,	1.73,	4.52,	7.06,	6.48	mm

•	Suitable for the cables:		
RG59,	62,	174

7489 000 300

DVI-D plug (18+1-pin)
DVI-D socket (24+1-pin)

•	Gilded	contacts,	soldering	version
•	Plastic	housing	with	metal	protection

7489 000 206
7489 000 207

S-video plug (4-pin MiniDIN)
S-video socket (4-pin MiniDIN)

•	Gilded	contacts	
•	Metal	housing

7489 000 208
7489 000 209

Cinch plug (yellow)
Cinch socket (yellow)
Cinch plug set (red & white)
Cinch socket set (red & white)
Cinch plug set (red & green & blue)
Cinch socket set (red & green & 
blue)

•	Gilded	contacts	
•	Metal	housing

7489 000 210
7489 000 211
7489 000 212
7489 000 213
7489 000 214
7489 000 215

Jack plug (3.5 mm)
Jack socket (3.5 mm)

•	High-quality	metal	version
•	Gilded	contacts

7489 000 216
7489 000 217

XLR plug 3-pin 
XLR socket 3-pin 

•	High-quality	metal	version
•	Neutrik®

7489 000 218
7489 000 219

Speakon plug 4-pin •	For	cables	of	diameter:	6	–	14	mm
•	Neutrik®

7489 000 220

Gender changer / adapter
Gender changers change f plugs into m plugs and vice versa

Illustration Model Specification Connection Ref. No.

Adapter cinch / jack 3.5	mm	jack	to	2	x	cinch f	/	m 5854 000 000

Adapter DVI-A to VGA DVI-A	(12	+	5	pin)	
plug	to	HD15	socket

m	/	f 5809 000 006

Adapter HDMI to DVI-D f	/	m 5809 000 021

Adapter HDMI to DVI-D m	/	f 5809 000 023

Adapter USB A	-	m	/	B	-	f 5577 000 000

Adapter HDMI to  
display port

m	/	f 5809 000 025




